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LMIGN - LED Mini Genie Compact Fully-Recessed 
Emergency Lighting Applications Guide

D-7.2.3.0-269, REV-0, 20190313

Wall Mount Unit

Ceiling and Wall Mount Applications

Wall Mount Unit

4’ Egress Path

Multiple Unit Spacing up to 55 feet
Mounting Height 8 feet

(see chart)

Ceiling Mount Unit

LED array bar is 
adjustable to 70°

Recommended center to center unit spacing
Wall Mount 

Corridor Lighting
Wall Mount 

 200’ x 200’ Open Room

Ceiling 
Height

Unit 
Mounting 

Height

4’ Path Unit 
Spacing

6’ Path Unit 
Spacing

4’ Path Unit 
Spacing

6’ Path Unit 
Spacing

9’ 7’ 55’ 52.5’ 50’ 47.5’
10’ 8’ 50’ 50’ 42.5’ 42.5’
12’ 10’ 45’ 40’ 35’ 35’
14’ 12’ 35’ 35’ 27.5’ 27.5’
16’ 14’ 30’ 30’ 22.5’ 22.5’

Recommended center to center unit spacing
Ceiling Mount 

Corridor Lighting
Ceiling Mount 

 200’ x 200’ Open Room

Ceiling 
Height

Unit 
Mounting 

Height

4’ Path Unit 
Spacing

6’ Path Unit 
Spacing

4’ Path Unit 
Spacing

6’ Path Unit 
Spacing

8’ 8’ 55’ 52.5’ 42.5’ 42.5’
9’ 9’ 50’ 47.5’ 37.5’ 37.5’

10’ 10’ 45’ 45’ 32.5’ 32.5’
12’ 12’ 35’ 35’ 27.5’ 27.5’
14’ 14’ 30’ 30’ 20’ 20’


