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ORDERING INFORMATION RC-RG-U-BK

1. SERIES

- -

BK Black
WH White

4. FRAME COLOR 5. OPTIONS

RC

RC
Remote Capable Thermoplastic LED Exit Sign

--

RG Red/Green1

R Red
G Green

U Universal

2. ILLUMINATION 3. FACE COUNT

BLANK = NO OPTION
SD Self-Diagnostics2

VF 120/230V 50/60 Hz2

ORDERING NOTES
1.	 Field selectable illumination.
2.	 Not available with Red/Green (RG) illumination.

U

FEATURES
	� Red/Green (RG) option provides field selectable red or green illumination.
	� 120/230V 50/60 Hz (VF) option allows 50HZ and field selectable 120/230V operation.
	� UL listed for use in damp locations.
	� 120/277 VAC with field selectable inputs.
	� Standard 3W remote capacity.
	� 3.6V long-life, maintenance-free, rechargeable nickel cadmium battery.
	� Internal solid-state transfer switch automatically connects the internal battery to 

LED board for minimum a 90-minute emergency illumination.
	� Fully automatic solid-state, two-rate charger initiates battery charging to 

recharge a discharged battery in 24 hours.
	� Compatible with the MVH remote head (up to 3 standard heads or 2 High-Output 

(HO) heads).

NOTE: All RC exit signs are EM operation (battery-backed). AC only exit signs see RL 
Reliance Series Thermoplastic LED Exit Sign.

SPECIFICATIONS

CONSTRUCTION

	� 5VA flame retardant, high-impact, 
thermoplastic in white or black finish.

MOUNTING

	� Snap-in mounting canopy included 
provides top or end mount.

	� Universal back plate knockout pattern 
for wall mount.

ARROWS

	� Field selectable knockout chevron 
directional indicators.

TEMPERATURE RATING

	� From 32°F to 104°F (0ºC to 40ºC)

APPROVALS

	� UL 924
	� UL 924 Damp Location
	� NFPA Life Safety Code 101
	� CEC Title 20 Compliant
	� NEC
	� OSHA

WARRANTY

	� Isolite offers a 3-year limited warranty. 
For further details, refer to General 
Warranty and Obligations in the Isolite 
manual or on our website. Lamps not 
warranted.



ISOLITE  WWW.ISOLITE.COM 
ISOLITE HEADQUARTERS  800.888.5483  31 WATERLOO AVENUE, BERWYN, PA 19312
ISOLITE WEST  800.799.5343  3563 SUELDO SUITE M, SAN LUIS OBISPO, CA 93401

D-7.2.3.0-286  REV-1  20260114
SPECIFICATIONS AND DETAILS ARE SUBJECT TO CHANGE WITHOUT NOTIFICATION.

CONTACT ISOLITE FOR UP TO DATE DETAILS.

DIMENSIONS

RC
Remote Capable Thermoplastic LED Exit Sign

7.938”

5.5”

11.625”

4.313”

1.875”

7.125”

ILLUMINATION
INPUT WATTS (W) INPUT AMPS (A)

120 230 277 120V 230 277V

RED/GREEN 1.2 1.2 1.2 0.12 0.12 0.12

RED 3.0 3.0 3.0 0.05 0.05 0.05

GREEN 2.7 2.7 2.7 0.05 0.05 0.05

ELECTRICAL INFORMATION

PRODUCT BATTERY REMOTE CAPACITY

RC 3.6V 3W

REMOTE LAMP CAPACITY
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